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Crew members talk among themselves as final preparations are made on BC&G 
#14.  The train will soon depart from Widen on a clear summer day in WV. 
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A. INTRODUCTION 

 

For many of us, our interest in model railroading started with a toy train set received as a 

Christmas gift years ago.  But even if it started some other way ƛǘΩǎ ƭƛƪŜƭȅ ǘƘŀǘ ƻǳǊ ƛƴǘŜǊŜǎǘ ǿŀǎ 

heightened over the years by studying modeling done by others through photographs 

appearing in modeling magazines.  For some modelers, myself included, creating good photos 

of models and layouts has become a hobby in its own right.  Today, with the advent of digital 

cameras, it is easier than ever to create credible images of our models.   

 

I have been fortunate enough to have had a significant number of ǇƘƻǘƻǎ LΩǾŜ ƳŀŘŜ ƻŦ my own 

S gauge Buffalo Creek & Gauley Railroad, as well as layouts by other modelers, published in 

modeling magazines.   Over the course oŦ Ƴŀƴȅ ȅŜŀǊǎ ΨƘƻƴƛƴƎ Ƴȅ ǎƪƛƭƭǎΩ I have developed both a 

ōŀǎƛŎ ǳƴŘŜǊǎǘŀƴŘƛƴƎ ƻŦ ǿƘŀǘΩǎ ƛƴǾƻƭǾŜŘ ŀƴŘ ŀ set of techniques that have served me well.  The 

techniques require neither particularly complicated nor expensive equipment.   The purpose of 

this article is to describe άƘƻǿ L Řƻ ǿƘŀǘ L Řƻέ in such a way that those with little or no previous 

knowledge or experience in photography might feel comfortable giving it a try.  I am not a 

professional photographer and have not had formal training in it.  What is presented here is 

ǿƘŀǘ LΩǾŜ ƭŜŀǊƴŜŘ ōȅ Ƨǳǎǘ ǘŀƪƛƴƎ ǇƛŎǘǳǊŜs and with a lot of trial and error.  There may be other 

approaches, but what I describe here has proven to work for me and hopefully it will be of 

value to others interested in getting involved in this fascinating part of model railroading.  To 

ǘƘŜ ōŜǎǘ ƻŦ Ƴȅ ŀōƛƭƛǘȅΣ LΩǾŜ ǘǊƛŜŘ ǘƻ ƎŜǘ ǘƘŜ ǘŜŎƘƴƛŎŀƭ ŀǎǇŜŎǘǎ ŎƻǊǊŜŎǘ both through research and 

dialog with individuals with knowledge of the subject.  Since digital photography is the 

preferred technology today, this article does not include any specific discussion of film 

photography although a great deal of the information presented here would be applicable. 

  

Why Photograph Your Layout? 

 

Learning to take good photographs of your layout is like any other aspect of our great hobby in 

that it takes some commitment and a willingness to develop the necessary knowledge and 

skills.   Therefore, it takes some of your hobby time and, depending on the photographic 
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equipment you already have on hand, financial resources.  These are resources that could be 

ǎǇŜƴǘ ƻƴ ƻǘƘŜǊ ŀǎǇŜŎǘǎ ƻŦ ǘƘŜ ƘƻōōȅΧΦōǳƛƭŘƛƴƎ or buying more trains, traveling to conventions 

or researching your prototype.  However, adding photography to your skill set as part of this 

hobby has a number of benefits. 

 

The first and most obvious is that you can create a permanent record of your layout.  This could 

be as simple as a collection of photos displayed in a loose leaf binder to a custom-printed 

hardbound photo book that you can create inexpensively through one of the web-based 

resources such as Shutterfly or Snapfish.   Besides being able to share your layout with family 

and friends through such photos, they can also serve as a record of your collection for 

insurance purposes or if you want to sell items on line. 

 

A second reason for learning to take good photos is that doing so will improve your modeling.  

Shortfalls in modeling that are sometimes overlooked when viewing a layout in person show up 

quickly in a photo.   A figure that has fallen over, a gap between a structure and the ground, a 

ǎŜŎǘƛƻƴ ƻŦ Ǌŀƛƭ ǘƘŀǘ ŘƛŘƴΩt get weathered, or a rock face that is too red relative to the 

surrounding terrain will all show up in a photo.  Photos will also help improve the composition 

of the scenes on your layout by identifying where additional figures or small details would 

helpful.  You caƴ ƭƛǘŜǊŀƭƭȅ ǳǎŜ ǇƘƻǘƻƎǊŀǇƘǎ ǘƻ άŎƘŜŎƪ ȅƻǳǊ ǿƻǊƪέ.   

 

A third reason for photographing your layout is so that you can share it with other modelers.  

This can be done on line or through publication in one of the modeling magazines.  While 

publication in a magazine may at first seem like an impossible objective, with a little effort and 

patience it is an achievable goal for most modelers.   Once you first see a photo you took of 

your modeling on the pages of one of the magazines, I guarantee ȅƻǳΩƭƭ ōŜ ƘƻƻƪŜŘΗ  After some 

experience, you can supplement your modeling budget through photography as some of the 

modeling magazines pay for photos and articles they publish.   Having one feature article 

published in the right magazine can pay for a camera appropriate for layout photography. 

 

Finally, most conventions that hold model contests also hold contests for photographs.  This 

aspect ǿƻƴΩǘ ŀǇǇŜal to everyone but can be a very satisfying activity and successfully 

competing can be a realistic and motivating objective, even for those just getting involved in 

layout photography.  Competing in photo contests has an advantage over model competition in 

ǘƘŀǘ ƛǘΩǎ much easier to transport photographs than physical models. 

 
Captions under the photos throughout this guide describe the various principles of composition and the 

techniques for digitally enhancing photos discussed in the text. 
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Combining Technology and Art 

 

There are two basic aspects to successful layout photography: technology (camera, lighting and 

computer) and art (image composition).   A basic understanding of each is required, but you do 

not need to know the intricacies of the physics behind what makes a camera or a computer 

work nor a degree in fine arts.  What you do need is an understanding of how to use a camera 

and associated software and the basics of what makes a photograph visually appealing, the 

latter an admittedly subjective topic.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

¢ƘŜ .ϧhΩǎ DǊŀŦǘƻƴ ƭƻŎŀƭ ƛǎ ǇǳƭƭƛƴƎ ŀƴ ŜƳǇǘȅ ƘƻǇǇŜǊ ƻŦŦ ǘƘŜ ǘǊŜǎǘƭŜ ŀǘ /ŀǊǳǘƘŜǊΩǎ CǳŜƭ and will replace it with a loaded 

one.  Meanwhile an employee is making certain with the driver that he loads the correct grade of coal  into the truck. 

 

A dramatic but believable view is created with the camera positioned below track level.  The two figures in 
the foreground appear to be conversing and the figure standing in the doorway appears to be watching the 
railroad action.  The two barrels in the foreground were intentionally positioned to add a little color, picking 
up the red and blue appearing elsewhere in the image as well as to break up the area of bare ground.  The 
camera was focused on the back corner of the truck and the locomotive is far enough in the distance to not 
be fully in focus.  What appears to be a muddy puddle in the lower right is actually the layout fascia that has 
been partially covered by cloning some of the black soil over it using Photoshop.  The original plan was to 
cover all of the fascia but it became apparent that when just partially covered, the uniform brown color 
looked like muddy water and so I left it.  
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B. CAMERAS AND LIGHTS 

 

A key to taking good photographs of layouts is using a camera with the right capabilities.   For 

ǘƘƻǎŜ ƛƴǘŜǊŜǎǘŜŘ ƛƴ ǘƘŜ ΨǿƘȅΩ ōŜƘƛƴŘ ǘƘese requirements, see section G. MORE ABOUT 

CAMERAS, which contains an explanation of some of the principles upon which these 

recommendations are based. 

 

 Camera Requirements  

 

A digital camera for taking layout photos must have the following features or capabilities: 

 

1.  Allow manual selection of the aperture (the lens opening or f-stop) 

2.  Be able to focus within about 4έ ƻǊ ƭŜǎǎ from the end of the lens (the closer the 

better) 

3.  An autofocus mechanism that allows manual selection of the focus point 

4.  A ΨŘŜƭŀȅŜŘ ǊŜƭŜŀǎŜΩ ƻǊ ǊŜƳƻǘŜ ǊŜƭŜŀǎŜ ŦŜŀǘǳǊŜ ǎƻ ȅƻǳ ŘƻƴΩǘ have to be touching the 

camera while a picture is taken 

5.   Ability to take photos at a minimum of 8 megapixels of resolution 

6.   A provision for attaching to a tripod 

 

Lƴ ǘƻŘŀȅΩǎ ƳŀǊƪŜǘΣ Ƴƻǎǘ ŎŀƳŜǊŀǎ ǿƛǘƘ ǘƘŜǎŜ ŎŀǇŀōƛƭƛǘƛŜǎ ǿƛƭƭ ŀƭǎƻ ƘŀǾŜ ǘƘŜ ŀōƛƭƛǘȅ ǘƻ manually 

set the white balance and the ability to manually set the ISO (sensitivity to light, see pg 28).  

Most will also have a lens with an adjustable focal length, although focal lengths from about 

25mm-100mm (measured as 35mm camera equivalent, see pg. 23) are all that are typically 

needed for layout photographs. 

 

There is a large variety of camera styles in a wide variety of sizes and with a wide array of 

features and prices, all which meet these requirements to some degree or another.  Lƴ ǘƻŘŀȅΩǎ 

market there are at least five commonly used categories of cameras, each which have offerings 

that are usable for our purposes.  The following is a brief description of each category and 

examples of cameras in each..  I am not recommending any one of these specifically.  I would 

suggest that you research cameras thoroughly at a competent camera store, in professional 

reviews on line and with other modelers.  Fortunately all these cameras can be used for other 

kinds of photography, including family and travel pictures.  In general, cameras in each 

successive category are more expensive, but as will be shown in section G. MORE ABOUT 

CAMERAS, that does not necessarily mean better for layout photography. 
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Pocket Point and Shoot ς These small cameras will fit in your pocket and have non-

interchangeable lenses.  Their close focusing capabilities vary.  Not all in this category have the 

required manual control of aperture, but many do.  Most have fixed rear LCD (Liquid Crystal 

Display) screens for framing the picture. 

¶ Canon S100  

 

Enthusiast Compact ς Somewhat larger than Point and Shoot, these cameras ǿƻƴΩǘ Ŝŀǎƛƭȅ Ŧƛǘ ƛƴ ŀ 

pocket but are still quite small.  They have non-interchangeable lenses.  Some have articulated 

rear LCD screens and most have close-focusing capability. 

¶ Canon G15 and Nikon P7700 

 

Super Zoom ς Cameras in this relatively new class look like small DSLRs (Digital Single Lens 

Reflex) but have non-interchangeable lens.  The class is defined by lenses that have a very large 

focal length range (not needed for layout photography but great for other types of 

photography).  These generally have good close-focusing capability.  

¶ Fujifilm HS30EXR and Panasonic Lumix FZ47 

 

Compact DSLR ς These are slightly smaller than DSLRs (below) but are similarly configured and 

have interchangeable lenses.  Many have articulated LCD screens.  Close-focusing capability is 

determined by the lens selected. 

¶ Canon T3i and Nikon P5200 

 

Full Frame DSLR ς These are large, άprofessional gradeέ, full-featured cameras with the largest 

sensors available and interchangeable lenses.  Close focusing capability is determined by the 

lens selected. 

¶ Canon EOS 5D and Nikon D7000 

 

Four Thirds ς This is a class of a camera that was specifically developed as a digital format.  The 

cameras have many of the characteristics of DSLR cameras, including interchangeable lenses 

but are smaller and typically have sensors sized between point-and-shoot and compact DSLRs. 

 

Speaking from experience, selecting a camera can be the most difficult part of getting into 

layout photography because there are so many options.  You may already have a camera that 

meets the requirements.  Almost all of the digital photographs that I have had published over 

the last several years have been taken with a camera from the first category, Pocket Point and 

Shoot, that I bought years ago and is now out of production.  I recently bought a camera in the 

Super Zoom category that is now available for $300 and, so far, I am pleased with the results.   
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At least for photographing the larger scales (O, S and HO) you do not necessarily need to move 

into upper categories where prices go upward quickly. 

 

Lighting 

 

The quality of images taken by digital cameras is reduced in dim light, a situation that requires 

long exposures or high ISO values.  As a result, layout photography usually requires auxiliary 

lighting.  Only in the most brightly lit layout room can it be avoided.   For a typical layout scene, 

auxiliary light can be provided with as few as two bright, portable lights.  For more expansive 

scenes, additional lights might be required.  Lights for photography need to be positioned as 

desired either by using 

clamps or by being 

mounted on stands or 

tripods.   

 

The lights can be 

incandescent, halogen or 

fluorescent, but it is 

important that only one 

type of light is used for 

any given photo.  Digital 

cameras are very good at 

compensating for the 

ŘƛŦŦŜǊŜƴǘ ΨŎƻƭƻǊΩ ƻŦ ƭƛƎƘǘ 

from different sources but 

ŎŀƴΩǘ ŀŎŎƻƳƳƻŘŀǘŜ 

multiple light types within 

a single scene.  I use two 

older 500W traditional 

incandescent 

άphotofloodsέ ƻǊƛƎƛƴŀƭƭȅ 

designed for use with 

film.  For more on this 

subject, see section H. 

MORE ABOUT LIGHTS. 

 

 

BC&G #14 is climbing up grade through Cressmont en route to the mine at Widen. 

The two crewmen of the rail bus, parked on the siding, have taken position on either 

side of the main to inspect the train as it passes. 

 

This image was taken from a higher than normal level in order to include a 
clear view of the two structures beyond the tracks.  The diagonal of the track 
draws the viewer in and there is adequate visual interest in the triangular 
space on the lower left.  The orange truck was intentionally selected to add a 
splash of color.  From this distance only the two figures in the foreground are 
really visible.  The locomotiǾŜ ǎƳƻƪŜ ǿŀǎ ŀŘŘŜŘ ŀƴŘ ŀ ΨŎƻǊƴŜǊΩ ƛƴ ǘƘŜ ǇŀƛƴǘŜŘ 
backdrop was removed in Photoshop. 
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C. TAKING A LAYOUT PHOTOGRAPH 

 

In its most basic form, taking a quality layout photo can be thought of as a series of 13 steps.  At 

first it may look like a lengthy sequence, but once ȅƻǳ ƎŜǘ ǎǘŀǊǘŜŘΣ ȅƻǳΩƭƭ ǎŜŜ ƛǘ ƛs pretty straight 

forward.  These are the steps I go through every time I take a photo of a layout or a photo of 

ƳƻŘŜƭ ƻƴ ŀ ǘŀōƭŜ ƛƴ Ƴȅ άƳƛƴƛ-ǎǘǳŘƛƻέΦ  For a detailed explanation of why these are the 

recommended steps see section G. MORE ABOUT CAMERAS AND LIGHTS. 

 

1.  To maximize image quality, set the camera at its lowest ISO setting (pg. 28) and its highest 

megapixel resolution.  If you can select between Fine and Normal image quality, select Fine.   

 

2.  Select the image format by selectƛƴƎ άWt9Dέ, or if you plan to do substantial post-shooting 

manipulation on the computer select άWt9D Ҍ RAWέ if your camera shoots in RAW. 

 

3Φ  {Ŝǘ ǘƘŜ ŎŀƳŜǊŀ ŦƻǊ ά!ǇŜǊǘǳǊŜ tǊƛƻǊƛǘȅέ ƳƻŘŜ and set the aperture at the highest numerical 

value available (smallest lens opening) for maximum depth of field (pg. 23). 

 

4.  Set the camera focal length ( άȊƻƻƳέ) at the widest setting όƭŜŀǎǘ ŀƳƻǳƴǘ ƻŦ ΨȊƻƻƳΩύ ǘƻ 

maximize depth of field (pg. 23). 

 

5.  Turn off the flash 

 

6.  Attach the camera to a tripod to insure no blurring of the image. 

 

7.  Brightly, but uniformly, light the scene avoiding areas of dark shadows or bright spots.  This 

involves placing one light on each side of the camera equal distance from the scene (pg. 30). 

 

8.  SŜǘ ǘƘŜ ά²ƘƛǘŜ .ŀƭŀƴŎŜέ (pg. 27) using a photographers 18% grey card or white paper (per 

camera instructions).  If a manual setting is not available, set White Balance to άAutoέ. 

 

9.  Compose the scene through the LCD display on the back of the camera.   

 

10.  Check the focus point by pressing the shutter release half-way down while looking at the 

LCD display.  An indicator (usually a green or black square) will indicate the point the camera 

has selected to focus on.  If this point is slightly rearward of the nearest point to the camera on 

the main subjectΣ ȅƻǳΩǊŜ ǊŜŀŘȅ ǘƻ ǘŀƪŜ ǘƘŜ ǇƘƻǘƻΦ  LŦ ƴƻǘΣ ǳǎŜ ǘƘŜ ŎŀƳŜǊŀΩs controls to manually 

select a focus point that is (pgs 21 and 27).   
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11.  Set the self-timer to control the shutter then press the shutter release button.  5ƻƴΩǘ ǘƻǳŎƘ 

the camera while it automatically counts down and releases the shutter. 

 

12.  Review the image on the LCD display and zoom in to confirm that the main subject is 

sharply focused while the camera is still in position on the tripod.  Make adjustments if needed 

and reshoot. 

 

13.  Repeat steps 5-11 for each scene you want to photograph.  If the same lights are simply 

moved to light the next photo, there is no need to recalibrate the White Balance. 

 

14.  Download the image(s) to your computer 

 

Following these steps carefully will generally produce digital photographs with the maximum 

depth of field, clarity and resolution that the camera used is capable of creating.    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

¢ƘŜ ǎǳƴ ƛǎ Ƨǳǎǘ ŎƻƳƛƴƎ ƻǾŜǊ ǘƘŜ ǊƛŘƎŜ ŀǎ ǘƘŜ ŎǊŜǿ ǊŜŀŘƛŜǎ ./ϧD Імп ŦƻǊ ǘƘŜ ŘŀȅΩǎ ǘǊƛǇ ǘƻ ǘƘŜ ƳƛƴŜΦ 

 
This eye-level image demonstrates how a low vantage point hides whatever is beyond the main 
subject and so while providing a realistic perspective may show less of the scene.  Also note that 
the longer focal length lens setting used here ǎƭƛƎƘǘƭȅ ΨŎƻƳǇǊŜǎǎŜǎΩ ǘƘŜ ƛƳŀƎe of the engine.  The 
truck and foliage in the foreground are not sharply focused, a condition even in similar full size 
photos because the foreground is so close to the lens.  The figures and headlight add life to the 
scene.  For this image the photo lights were positioned low to suggest morning sun. 
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D. ELEMENTS OF A GOOD PHOTOGRAPH 

 

Of course, knowing how to use a camera to get a correctly exposed and focused image does 

not, in and of itself, ƛƴǎǳǊŜ ǘƘŀǘ ǘƘŜ ƛƳŀƎŜ ǿƛƭƭ ōŜ Ǿƛǎǳŀƭƭȅ ŀǇǇŜŀƭƛƴƎΧŀ ΨƎƻƻŘ ǎƘƻǘΩΦ  In this 

ǎŜŎǘƛƻƴ LΩƭƭ share my thoughts on what makes for an interesting layout photograph.   Just as 

building a layout is an art form, taking photos of a layout is an art form and so there is no right 

ƻǊ ǿǊƻƴƎΦ  ¢ƘŜǊŜ ŀǊŜ ŀǎ Ƴŀƴȅ ƻǇƛƴƛƻƴǎ ŀǎ ǘƘŜǊŜ ŀǊŜ ƳƻŘŜƭŜǊǎ ǘŀƪƛƴƎ ǇƘƻǘƻǎΣ ŀƴŘ ǘƘŀǘΩǎ ƎǊŜŀǘΦ  

Volumes have been written about photo composition and some of those principles apply to 

layout photography, but there are also some elements unique to our task.  The following are 

elements, that if included in a photo, improve the likelihood that it will be visually appealing.  

You will, no doubt, have others. 

 

Good Modeling - It goes without saying that at the foundation of a good layout photo is good 

modeling.  The camera will exaggerate, not hide, any imperfections.  While all the elements of 

ǘƘŜ ǎŎŜƴŜ ŘƻƴΩǘ ƘŀǾŜ ǘƻ ōŜ ŎƻƴǘŜǎǘ ǿinners, structures must be free of poor joints, rolling stock 

must be well painted with properly applied decals and scenery must be complete.  Before 

ōŜƎƛƴƴƛƴƎ ŀ ǇƘƻǘƻ ǎŜǎǎƛƻƴΣ ƛǘ ƛǎ ŀ ƎƻƻŘ ƛŘŜŀ ǘƻ ƭƻƻƪ ƻǾŜǊ ǘƘŜ ŀǊŜŀ ǘƻ ōŜ ǇƘƻǘƻƎǊŀǇƘŜŘ ΨǿƛǘƘ ŀ 

fine toothed ŎƻƳōΩ ŀƴŘ ǊŜǇŀƛǊ ƻǊ ǘǳƴŜ ǳǇ ŀƴȅ ŀǊŜŀ ǘƘŀǘ ƛǎ ƴƻǘ ǳǇ ǘƻ ǘƘŜ ōŜǎǘ ƻŦ ȅƻǳǊ ƳƻŘŜƭƛƴƎ 

standards.  You can be sure that the camera will find any defect you miss. 

 

A Clear Story ς I try to imagine the caption that will go with a photo while I compose it in the 

LCD screen on the back of the camera.  What is the story that goes with the photo?  What is 

happening, or just happened?  In other words, why am I taking this photo?  The intent is that 

when looking at the finished photo, the viewer should see it as if it was taken in the real world 

by a railfan, not on a layout.   Railfans, and especially professional photographers, take photos 

because they are trying to capture something of interest, something of the essence or drama of 

railroading and the people who operate it or whom it serves.  Some photos ƳƛƎƘǘ Ƨǳǎǘ ōŜ άŀ 

good ǘǊŀƛƴ ǇƛŎǘǳǊŜέΣ or documentation of a locomotive or structure, but the best photos are 

more than that.   

 

²ƛǘƘ ŀ ǘƘŜƳŜ ƻǊ ΨǇǳǊǇƻǎŜΩ ƛƴ ƳƛƴŘΣ ŀǾƻƛŘ ƛƴŎƭǳŘƛƴƎ ŜƭŜƳŜƴǘǎ ƛƴ ǘƘŜ ǎŎŜƴŜ ǘƘŀǘ Řƻ ƴƻ ǊŜƛƴŦƻrce 

ǘƘŜ ǎǘƻǊȅ ƻǊ ŎƻƳǇŜǘŜ ǿƛǘƘ ƛǘ ōȅ ƛƴǘǊƻŘǳŎƛƴƎ άǎǳō-Ǉƭƻǘǎέ  ƻǊ ǎŜŎƻƴŘŀǊȅ ǎǘƻǊƛŜǎΦ  ¢Ƙƛǎ ƛƴŎƭǳŘŜǎ 

minimizing distracting elements in the background and foreground or taking such a broad view 

that the main subject appears too far away. 

 

Believable Point of View ς Most photos we see of full size railroads are taken by someone 

ǎǘŀƴŘƛƴƎ ƻƴ ǘƘŜ ƎǊƻǳƴŘΣ ŀƭǘƘƻǳƎƘ ǘƘŜǊŜ ŀǊŜ ŜȄŎŜǇǘƛƻƴǎΣ ƻŦ ŎƻǳǊǎŜΦ  LǘΩǎ ƴƻǘ ǎǳǊǇǊƛǎƛƴƎΣ ǘƘŜƴΣ ǘƘŀǘ 
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for the most part photos of layouts look the most realistic when taken from relatively close to 

the surface of the layout.  Unfortunately, this presents a particular challenge for a couple of 

ǊŜŀǎƻƴǎΦ  CƛǊǎǘΣ ƻǳǊ ŎŀƳŜǊŀǎ ŎŀƴΩt be reduced to scale size.   Depending on the type of camera 

and the scale of the models, usually even if placed directly on the layout the lens will be higher 

ǘƘŀƴ ǎŎŀƭŜ άŜȅŜ ƭŜǾŜƭέΦ  Lƴ ŀŘŘƛǘƛƻƴΣ ǿƘŜƴ ǘƘŜ ŎŀƳŜǊŀ ƛǎ ŎƭƻǎŜ ǘƻ ǘƘŜ ƭŀȅƻǳǘ ǎǳǊŦŀŎŜΣ ƛǘΩǎ ŘƛŦŦƛŎǳƭǘ 

to get the foreground in focus, because it is so close to the lens.  Finally, from lower angles 

more of what is in the background is blocked by what is in the foreground, often limiting the 

scope of what can be included in the image.   

 

As a general rule άƭƻǿŜǊ ƛǎ ōŜǘǘŜǊέ ƛƴ ǘŜǊƳǎ ƻŦ ǊŜŀƭƛǎƳ ōǳǘ ƛǘ ƛǎ ōȅ ƴƻ ƳŜŀƴǎ ŜǎǎŜƴǘƛŀƭ ǘƻ ƘŀǾŜ ǘƘŜ 

camera at scale eye level.   Photos that appear to be taken from hillsides or the upper floors of 

control towers or commercial buildings can be perfectly believable.  What should generally be 

avoided are very high viewpoints, perspectives that suggest the image was taken from an 

airplane. 

 

Interesting Composition ς It is commonly recognized that images are more interesting if the 

main subject is not simply centered in the picture and, in general, a good photograph usually 

does not have its elements arranged symmetrically.  An image divided symmetrically in half, 

either horizontally or vertically (by a road or the horizon, for example) tends to look more static 

and therefore less interesting.  It is better to create some visual interest by using what is 

commonly referred to as ǘƘŜ άwǳƭŜ ƻŦ ¢ƘƛǊŘǎέ ǿƘŜǊŜ the main subject is positioned 

approximately one-third of the way in from the side or one-third of the way down from the top 

or up from the bottom of the picture, or both.   

 

Strong diagonal elements can draw the viewer into the image and create a more interesting 

asymmetrical arrangement.  This is easy to do in railroad photos as the track often runs 

diagonally across the photo naturally.   Strong diagonals will create a triangular foreground 

space that may need to include some interesting visual elements itself.  Generally, strong 

horizontal elements that run the width of the image should be broken up with a vertical 

element such as a water tank or tree.   

 

Sense of Life ς Our layouts are inanimate objects, but the intent is to make a photograph that 

appears to have been taken in the real world where life is abundant.  The simplest way to bring 

life to a photo is to include human figures.  To be most effective, the figures should be 

άƛƴǾƻƭǾŜŘέ ǿƛǘƘ ŜŀŎƘ ƻǘƘŜǊ or something else in the scene in some way.  It is particularly 

effective to have figures talking with each other or appearing in small groups.  They can also be 

involved with a crew member (seen or unseen) on a train.  A single individual should appear to  
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be performing some task (shoveling, loading a truck or rail car, engaging with his/her dog) or 

clearly looking at something else in the image.  For example, a crewman standing on the ground 

Ŏŀƴ ōŜ ƛƴǎǇŜŎǘƛƴƎ ŀ ǇŀǎǎƛƴƎ ǘǊŀƛƴΦ  LǘΩǎ ōŜǎǘ ǘƻ ŀǾƻƛŘ ƭƻƴŜ ŦƛƎǳǊŜǎ ǿƛǘƘ ƴƻ ŀǇǇŀǊŜƴǘ ƛƴǾƻƭǾŜƳŜƴǘ 

with the scene.  Whenever possible, I avoid having the figures looking toward the camera as the 

faces of model figures ƻŦǘŜƴ ŘƻƴΩǘ ƭƻƻƪ ǊŜŀƭƛǎǘƛŎ in photos.   

 

It has been my practice to have all the figures on my layout be from a single manufacturer.  I 

use Arttista brand.  The reason for this is that each manufacturer uses a different artist to sculpt 

their figures and each artist has his/her own style.  Seeing figures of different styles and 

proportions in the same photo draws attention to the fact they ŀǊŜ ΨƳƻŘŜƭ ǇŜƻǇƭŜΩΦ   L ƳŀƪŜ 

sure that I lightly weather figures before putting them on the layout or using them in a photo so 

they are completely non-reflective in the final image. 

 

Visual Texture ς This is a term I use to refer to a myriad of small details that can be placed 

ǘƘǊƻǳƎƘƻǳǘ ŀ ǇƘƻǘƻƎǊŀǇƘ ǘƻ ŀŘŘ Ǿƛǎǳŀƭ ƛƴǘŜǊŜǎǘ ŀƴŘ Ŏŀƴ ōŜ ǳǎŜŘ ǘƻ ΨŦƛƭƭ ƛƴΩ ŀǊŜŀǎ ǘƘŀǘ ƻǘƘŜǊǿƛǎŜ 

ƭƻƻƪ Ƴƻƴƻǘƻƴƻǳǎ ƻǊ ǳƴŦƛƴƛǎƘŜŘΦ  {ƻƳŜǘƛƳŜǎ ǘƘŜ ǘŜǊƳ άŎƭǳǘǘŜǊέ ƛǎ ǳǎŜŘΣ ōǳt I think that is too 

negative an expression.  Visual texture can come from either natural or man-made items.  

Natural items include things like small clumps of foliage, weeds, variation in ground cover, bare 

tree branches and loose rocks.  Man-made items include all sorts of boxes, barrels, garbage 

cans, discarded boards, small piles of coal and rocks.  Both natural and man-made visual texture 

ŀǇǇŜŀǊǎ ƛƴ ǘƘŜ ΨǊŜŀƭ ǿƻǊƭŘΩ ŀƴd so it adds realism to include appropriate amounts on our 

layouts. 

 

Using elements of visual texture on a layout or in a photo is a matter of taste, much like using 

salt in cooking.  Some people like more, some like less.  But like with salt in food, if there is 

none, a photo will look bland.  I keep a box of figures, barrels, scrap lumber, and other small 

items on hand specifically for use when taking photos so I can place items exactly where they 

are needed to complete a scene, adding the items while looking in the LCD to confirm the 

location.  It can be noted that in addition to texture, these items can be used to add points of 

color (painted barrels, colored foliage, etc.). 

 

Lights ς Like human figures, lamps and lights bring a layout to life.  I make sure that the layout 

is on whenever I take photos so that any structure lights show up, even if dimly, and any pole 

lamps are lit (see photos pgs. 31 and 33).  These make structures appear occupied and 

businesses open for customers.    With DCC it is possible to have locomotive lights on while the 

engine is stationary.  An illuminated headlight sends the message that the engine is ready to 
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move or is actually in motion.  You may decide to correctly represent the operating rules of 

your prototype as some did not use headlights in the daylight, but my personal opinion is that 

ΨƭƛƎƘǘǎ ƻƴΩ ƘŜƭǇǎ ŀ ǇƘƻǘƻΦ  Lǘ ƛǎ ǘǊǳŜ ǘƘŀǘ ǘƘŜ [95ǎ ƻŦǘŜƴ ǳǎŜŘ ƛƴ ǘƻŘŀȅΩǎ ƳƻŘŜƭs appear extremely 

bright in photos. One way to control this is to turn the light off part way through the exposure. 

 

Color ς In general, I tend to like stronger colors than some and I ƭƛƪŜ ǘƻ ƘŀǾŜ ŀ ŦŜǿ ΨǎǇƭŀǎƘŜǎΩ of 

color in an image.  This is a matter of taste, of course.   Black and white and sepia tone photos 

are also fun. 

 

Besides these basics, there are some additional elements that warrant careful consideration 

when composing a photo. 

 

Foregrounds ς The area of the scene between the main subject and the camera often presents 

a challenge in two regards.  First, because this area is the closest to the camera, it is often 

difficult to get it in focus.  One solution is to compose the image in such a way that the 

composition is good even after the out-of-focus ǇƻǊǘƛƻƴ ƻŦ ǘƘŜ ƛƳŀƎŜ ƛǎ ΨŎǊƻǇǇŜŘ ƻŦŦΩΦ  ! ǎŜŎƻƴŘ 

solution is to adjust the camera position, including raising it slightly so that the foreground 

comes into focus. 

 

A second situation that often arises is that the fascia of the layout appears in the image.  One 

common solution is to build a small, lightweight scenery module that can be positioned along 

the front of the layout to hide the fascia from the camera.  Typically this module would be 

made on thin plywood or foam-core and then be sceniced with simple, generic ground cover of 

the same coloration as the layout.  The intention is that it is usable anywhere around the layout 

it is needed.  Another solution is to use photo enhancing software and ΨǇŀƛƴǘ ƻǾŜǊΩ ǘƘŜ 

offending fascia with ground cover, earth, or other landscape features ǳǎƛƴƎ ǘƘŜ ΨŎƭƻƴŜΩ ǘƻƻƭ (pg. 

18). 

 

Backgrounds ς The challenges presented by the background of the scene are somewhat 

different.  While it may be impossible to get the back of the scene in tight focus, this is often 

not a problem as softer focus there simply reinforces the sense of distance.  What is more likely 

to be an issue is that unwanted objects will appear in the frame.  These can include the ceiling 

of the room, the top edge of a painted backdrop or distant room walls and windows.  

Sometimes portable panels painted with sky matching that on the layout backdrop can be 

positioned to solve the problŜƳΦ  LŦ ǘƘŜǎŜ ŘƛǎǘǊŀŎǘƛƻƴǎ ŎŀƴΩǘ ōŜ ǊŜƳƻǾŜŘ ōȅ ǊŜŦǊŀƳƛƴƎ ǘƘŜ 

images or the temporary backdrop, about the only fix is through manipulation with photo 

enhancing software (see section E. DIGITAL ENHANCEMENTS). 
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This scene was photographed on the display layout of the Southeastern Michigan S Gaugers.  
Normally including just a small portion of a locomotive is not effective, but here the two locomotives 
frame the interesting little town and the road draws the viewer into the scene.  The autos, a few 
figures and the splashes of red all enhance the image.  L ǿƛǎƘ LΩŘ ƳƻǾŜŘ ǘƘŜ Řƛǎǘŀƴǘ ǾŜƘƛŎƭŜ ŎƭƻǎŜǊΦ 

¢Ƙƛǎ ƛƳŀƎŜ ǿŀǎ ǘŀƪŜƴ ƻƴ tƘƛƭ aŀŀǎƪŜΩǎ Ih ƭŀȅƻǳǘ ŘǳǊƛƴƎ ŀƴ ƻǇŜǊŀǘƛƴƎ ǎŜǎǎƛƻƴΣ 
demonstrating that if the room lighting is good, auxiliary lighting is not needed.  The 
loading dock and boxcar nicely fill the triangular space in the lower right.  The water tank 
breaks up the long horizon.  A figure working on the dock and perhaps a couple of more 
items on the dock or on the ground would add interest. 
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The small size of my point and shoot camera allowed placing it inside a curved trestle, a 
place not normally visible.  The figures add interest, particularly the fellow barely visible in 
the boxcar.  The bare tree was temporarily added for texture and compliments the texture 
ƻŦ ǘƘŜ ǘǊŜǎǘƭŜΦ  ¢ƘŜ ǎƳƻƪŜ ǿŀǎ ŀŘŘŜŘ ǳǎƛƴƎ ǘƘŜ ΨŀƛǊōǊǳǎƘΩ ǘƻƻƭ ƛƴ tƘƻǘƻǎƘƻǇΦ 

Drama is created by the yellow glow from by two light bulbs in an otherwise dimly lit 
evening scene.  A lone figure working late adds life and his shirt, the barrels and the truck 
cab add accents of color.  The viewpoint is slightly above eye level but feels right. 
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The two crewmen seem to be discussing their next move.  The headlight suggests the little diesel 
is idling and ready to go.  There is an abundance of visual interest in the logs, rails and foliage 
scattered about.  The red barrels and yellow tractor add accents. The photo lights were positioned 
low.  It appears that the figure on the ground is actually leaning a little to the right.  Oops! 

This photo was taken on Jim ClementsΩ HO/HOn3 Sugar Spring Mining Company Railroad.  The 
caboose was included specifically to add color to the scene and the name on it clearly identifies the 
railroad.  The lone crewman brings a little life (and his red neckerchief is nice) although a second 
figure near the caboose might have been a nice addition.  The beautifully modeled felled logs and 
aspens provide plenty of visual interest. 
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Motor Vehicles ς One way to make a set of photos of layout more convincing is to avoid having 

the same motor vehicles appear repeatedly in them.  This is particularly important for a series 

of photos for a magazine feature.  I consciously select vehicles for each photo to avoid 

repetition but also to use tƘŜƳ ŀǎ ΨǎǇƭŀǎƘŜǎ ƻŦ ŎƻƭƻǊΩΦ  L ŀƭǎƻ ǘǊȅ ǘƻ ŀǾƻƛŘ ƘŀǾƛƴƎ ǾŜƘƛŎƭŜǎ ƻƴ 

roadways where it can be seen that they do not have drivers!   

 

Prototype Photos as Inspiration - Since we are generally trying to create images that mimic 

photos taken on full-size railroads, one great source of ideas for convincing layout photos is 

prototype photos.  Find a photo that is appealing to you and then recreate the major elements 

on your own layout as closely as possible using the composition of the prototype photo as a 

pattern for your own photo.  When modeling a prototype, it is fun to try to duplicate a photo as 

exactly as possible.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The inspiration for the composition of this layout photo was a prototype photo by John Killoran (right).  The 
trees on the left were temporarily placed in the scene to create the shadowy effect and to hide the edge of 
the layout.  The barrels in the shadows were added for both color and interest.  I might have been inclined to 
crop more of the track out of the foreground but the light reflecting off the rail becomes part of the interest of 
the image.  This photo is good without the smoke but dramatic with it.  If you look carefully you can see that 
the smoke in the layout photo was actually copied and pasted from the prototype picture using Photoshop. 
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E. DIGITAL ENHANCEMENTS 

 

One of the reasons digital photography has made it so much easier for modelers to get nice 

images of their layouts is that it is possible to make some modifications to the digital image 

after it is downloaded from the camera.  With film, what you shot is what you got.  This is not to 

ǎŀȅ ǘƘŀǘ ŜǾŜǊȅ ŜŦŦƻǊǘ ǎƘƻǳƭŘƴΩǘ ōŜ ƳŀŘŜ ǿƘƛƭŜ ǎŜǘǘƛƴƎ ǳǇ ŀ ǇƘƻǘƻƎǊaph to make certain it is 

properly lighted, that all the objects being photographed are correctly placed (no derailments, 

no figures fallen over, etc.) and that it is well composed with a minimum of distractions 

included in the image.   For fine tuning, however, there are a number of software programs 

available that allow enhancements.  I use Photoshop Elements 8.  This is a home version of the 

professional Adobe Photoshop used commercially and is available for around $40.  There are a 

couple of newer versions that are not much more expensive.  Some appropriate software is 

available free on line.  No attempt is made here to describe exactly how to use any specific 

software system, but several can make the kinds of enhancements described. 

 

Some may feel that making enhancements is ΨǳƴŦŀƛǊΩ because it misrepresents the modeling.  I 

feel perfectly comfortable enhancing photos as long as the character and quality of the 

modeling is not ŀƭǘŜǊŜŘΦ  LǘΩǎ ŀ ƳŀǘǘŜǊ ƻŦ ŎƘƻƛŎŜΣ L ǎǳǇǇƻǎŜΦ   

 

Exposure Adjustments ς Besides cropping, the most common use for this type of software is to 

adjust the exposure level (brightness) of the image.  Photoshop Elements allows adjusting the 

shadow and the highlight areas separately.  This is particularly useful, for example, for bringing 

ƻǳǘ ǘƘŜ ŘŜǘŀƛƭ ƛƴ ǘƘŜ ǎƘŀŘƻǿ ŀǊŜŀǎ ƻŦ ŀ ǎǘŜŀƳ ƭƻŎƻƳƻǘƛǾŜΩǎ ǊǳƴƴƛƴƎ ƎŜŀǊ ǿƘƛƭŜ ƴƻǘ ŀŘƧǳǎǘƛƴƎ ǘƘŜ 

lighting of the rest of the scene.   It is also possible to darken areas at the front of the 

photograph that might be brighter because they were nearer the photo lights without 

darkening the background.  The ability to make these adjustments is limited and so, as noted, 

the lighting has to be correct overall in the original digital image. 

 

Removing Blemishes ς tƘƻǘƻǎƘƻǇ 9ƭŜƳŜƴǘǎ Ƙŀǎ ŀ άŎƭƻƴƛƴƎέ ǘƻƻƭ ǿƘƛŎƘ ŀƭƭƻǿǎ duplicating a 

small section from one part of the image and placing it in another.  This tool is particularly 

useful for touching up those areas that ǘƘŜ ŎŀƳŜǊŀ ǿƛƭƭ ŦƛƴŘ ǘƘŀǘ ȅƻǳ ŘƛŘƴΩt!  If there is a spot of 

white plaster on a rock face, for example, it ƛǎ ǇƻǎǎƛōƭŜ ǘƻ ΨǘƻǳŎƘ ƛǘ ǳǇΩ ōȅ ŎƭƻƴƛƴƎ ŀ ǎǇƻǘ ŦǊƻƳ 

another part of the rock face over the blemish.  Similarly, a light speck in a black road or a small, 

localized gap between a structure and the ground can be removed.  With practice, more 

significant blemishes can be repaired including such things as removing cracks in a painted 

backdrop.  It is also possible to use the cloning tool to hide the layout fascia that sometimes 
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unavoidably appears in an image.  The full potential of the cloning tool is beyond the scope of 

this article, but it is considerable.  

 

Substituting Skies and Backgrounds ς One of the more advanced enhancements is to 

completely replace a portion of one photo with a portion from another.  The most common 

application I make of this capability is to replace the painted sky backdrop or unwanted walls or 

ǿƛƴŘƻǿǎ ǘƘŀǘ ŀǇǇŜŀǊ ƛƴ ǘƘŜ ōŀŎƪƎǊƻǳƴŘ ƻŦ ŀƴ ƛƳŀƎŜ ǿƛǘƘ ŜƛǘƘŜǊ ŀ ΨŎƭŜŀƴΩ ǇƘƻǘƻ ƻŦ Ƴȅ ƻǿƴ 

ōŀŎƪƎǊƻǳƴŘ ƻǊ ŀ ǇƻǊǘƛƻƴ ƻŦ ŀ ǇƘƻǘƻ ƻŦ ŀ ǊŜŀƭ ǎƪȅΦ  !ƎŀƛƴΣ ǘƘŜǊŜ ƛǎƴΩǘ ǎǇŀŎŜ ƘŜǊŜ ǘƻ ŘŜǎŎǊƛōŜ 

exactly how to do this, and the specifics will vary with software, but it involves selecting and 

copying the desired part of an image and then pasting it over the new sky and/or background. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

On the left is the original exposure for the finished 
photo below.  TƘŜ άcopy-and-ǇŀǎǘŜέ ǇǊƻŎŜǎǎ ǿŀǎ ǳǎŜŘ 
to replace the wall and door in the background with a 
photo of another section of painted sky and hills taken 
just for that purpose.  This image was blended in using 
the cloning tool.  Ground cover was cloned to hide the 
fascia in the lower right corner. Finally, the copy-and-
paste process was used to add smoke from the 
locomotive.  The finished photo is true to the actual 
layout in that the modeling itself was not altered, but 
the image is much more appealing without the 
distraction in the background. 
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The moon was placed in the sky of thiǎ ǇƘƻǘƻ ŦǊƻƳ WƛƳ /ƭŜƳŜƴǘǎΩ IhκIhn3 layout.  The light-
colored water tank stands out nicely against the dark sky.  A crew member on the tender tells the 
story that the engine is stopped for service.  A couple of barrels or a small pile of rails would be 
appropriate in the triangular space in the lower left corner.  ¢ƘŜ ǎƳƻƪŜ ǿŀǎ ΨŀƛǊōǊǳǎƘŜŘΩ ƛƴΦ 

The fact that the scenery falls below track level here allowed for this eye-level view.  The 
presence of the two crewman show the train is stopped.  Some of the foreground water and the 
reflection of the water tank were added in Photoshop to hide the layout fascia.  The weathered 
pilings and the stone retaining wall add texture as does the variety of vegetation. 
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Adding Smoke Effects ς There are two ways to use photo enhancing software to add smoke 

and steam effects to photos.  One is to use a copy-and-paste approach and take the smoke 

plume from a digital image of a real steam engine and paste on the model photo.  Tools allow 

ǘƘŜ ŜŘƎŜ ƻŦ ǘƘŜ ǇƭǳƳŜ ǘƻ ōŜ ΨŦŜŀǘƘŜǊŜŘΩ ŀƴŘ ƛǘΩǎ ǇƻǎǎƛōƭŜ ǘƻ ŀŘƧǳǎǘ ǘƘŜ ŎƻƭƻǊ ŀƴŘ ǘǊŀƴǎǇŀǊŜƴŎȅ ƻŦ 

ǘƘŜ ǇƭǳƳŜ ǘƻ ŀŎƘƛŜǾŜ ǘƘŜ ŘŜǎƛǊŜŘ ŜŦŦŜŎǘΦ  ¢ƘŜ ǎƻŦǘǿŀǊŜ ŀƭǎƻ ƛƴŎƭǳŘŜǎ ŀƴ άŀƛǊōǊǳǎƘ ǘƻƻƭέ ǿƛǘƘ 

which you literally paint a smoke or steam effect free hand.  This takes more practice, but 

actually works better than the copy-and-paste technique for light plumes such as would be 

rising gently from an engine at rest (top photo pg. 20 and photo pg. 24).  One thing about 

adding smoke to layout photos is that it ƛǎ ƭƛƪŜ ŀŘŘƛƴƎ ǎƻǳƴŘ ǘƻ ȅƻǳǊ ƳƻŘŜƭǎΦ  !ŦǘŜǊ ȅƻǳΩǾŜ ǎŜŜƴ 

smoke in a photo, one without it is somehow incomplete! 

 

 

F. SUBMITTING PHOTOS FOR PUBLICATION 

 

For those who want to submit images to a magazine for publication, it is strongly recommended 

that you contact the editor and obtain their submission guidelines for photographs.  There is 

some variation between publications.   In general, magazines want the highest resolution file 

type.  RAW files are often preferred although TIFF files are usually acceptable.  They also prefer 

that images have some room remaining for cropping without spoiling the image so they have 

some flexibility when laying out the image on a page.   Photos taken with camera resolutions of 

6 megapixels or more are generally acceptable for magazine pages and 8 megapixels for cover 

images.  If you do significant cropping, higher initial resolutions are needed.  

 

 

G. MORE ABOUT CAMERAS 

 

Modelers may be intimated to try photography because they have the impression that a 

complex and expensive camera is required and/or that using it to take photos of layouts and 

models takes some highly specialized knowledge or skill.  In the days of taking photos on 

negative or slide film using incandescent photo flood lights, this might have been somewhat the 

ŎŀǎŜΣ ōǳǘ ƛƴ ǘƻŘŀȅΩǎ ǿƻǊƭŘ ƻŦ ŘƛƎƛǘŀƭ ŎŀƳŜǊŀǎΣ not so much.  Understanding a few principles may 

eliminate some of that apprehension. 

 

Depth of Field (DOF) 

 

For me the single most important attribute of a successful layout or model photo is that as 

much of the image as possible is in focus.  The amount of the photo in focus is referred to as 
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the depth-of-field (DOF).  Once you have mastered taking photos with maximum depth of field 

you can experiment with smaller (shallower) DOF.  Skilled photographers can use a shallow DOF 

to emphasize parts of a photo.  However, in all of the photoǎ LΩǾŜ had published I have 

maximized the DOF, not only because in my opinion it makes for the best looking photographs 

ōǳǘ ōŜŎŀǳǎŜ ƛǘΩǎ ŜŀǎƛŜǊ ǘƻ ƳŀȄƛƳƛȊŜ DOF than try to determine how much of the image to make 

in sharp focus and exactly how to accomplish it. 

 

Technically speaking, a camera is only in perfect focus along the άŦƻŎŀƭ planeέ.  Objects closer to 

or farther away from the camera are progressively less in focus.  Fortunately, when the photo is 

printed or viewed on a computer, objects in front of and behind the focal plane may appear 

άŀŎŎŜǇǘŀōƭȅ ǎƘŀǊǇέΦ  ¢ƘŜ ŘŜǇǘƘ-of-field, then, is the total area in front of and behind the focal 

plane in which objects appear in acceptable focus.   The focal plane is about 1/3 of the way into 

the total depth of field and therefore there is more that appears in focus behind the focal plane 

than in front. 

 

 

        

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The layout is represented in black (a locomotive and three cars with a switch tower behind the 

train).  The camera is to the left.  The focus point on the locomotive (the main subject) is the red 

Řƻǘ ŀƴŘ ǘƘŜ άŦƻŎŀƭ ǇƭŀƴŜέ ƛǎ ǊŜǇǊŜǎŜƴǘŜŘ ōȅ ǘƘŜ ŘƻǘǘŜŘ ǊŜŘ ƭƛƴŜΦ  hōƧŜŎǘǎ ƻn this line are in perfect 

focus, but everything inside the solid red box (Depth of Field) ƛǎ ƛƴ ΨŀŎŎŜǇǘŀōƭŜ ŦƻŎǳǎΩ and will 

appear to be in focus to the viewer when printed.  About 1/3 of the DOF is in front of the focal 

plane and about 2/3 behind.   Notice that when the camera is farther from the point of focus (left 

diagram) the depth of field is greater than when the camera is closer (right diagram).  While the 

locomotive is in focus in both cases, when the camera is moved closer to the engine, the switch 

tower will no longer be in focus (not be acceptably sharp) because it will not fall outside of the 

depth of field. 

FOCAL PLANE 
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The diagram is not to scale and in reality the focal plane is a spherical surface, not a flat plane 

but for our purposes, this is close enough. 

 

Aperture  (f-stop) 

 

So what is it about a camera that determines its ability to take a photograph with a deep depth 

of field?  Much has been written on this subject and the actual optical physics are beyond the 

scope of this discussion.  The thing we need to remember is that the biggest single contributor 

ǘƻ ǘƘŜ ŘŜǇǘƘ ƻŦ ŦƛŜƭŘ ƛǎ ǘƘŜ ǎƛȊŜ ƻŦ ǘƘŜ ƻǇŜƴƛƴƎ ƻŦ ǘƘŜ ƭŜƴǎ όǘƘŜ ΨŀǇŜǊǘǳǊŜΩύ ŀƴŘ ǘƘŀǘ ŀ camera will 

take photos with the deepest DOF when the cameraΩs lens is set at the smallest aperture 

available, all else being equal.   

 

The nomenclature for aperture size (ŎŀƭƭŜŘ ǘƘŜ άf-ǎǘƻǇέύ ƛǎ ŀ ōƛǘ ŎƻƴŦǳǎƛƴƎ in that the larger the 

f-stop value, the smaller the lens opening size.  LǘΩǎ ƭƛƪŜ ǿƛǊŜ ǎƛȊŜǎΧǘƘŜ ōƛƎƎŜǊ the gauge 

number, the smaller the wire diameter.  Apertures available on lenses typically range from f/2 

to f/32 depending on the camera type and price.  How the numbering system is defined, what 

the actual numbers mean and the relation of one f-stop value to another are all subjects of 

interest, but it is not necessary to understand those things to take good photos.   

 

Again, all that needs to be remembered is that the largest numerical f-stop value (the smallest 

lens opening) will produce the largest depth of field, all else being equal.   And being able to 

insure that the smallest lens opening is being used is why the number one criteria for camera 

selection is that it have a user-controllable aperture. 

 

Focal Length 

 

A second aspect of camera design that affects the amount of the image that will be in focus is 

the άfocal lengthέ setting of the lens.  Almost every digital camera on the market today has an 

adjustable focal length lens.   In common terminology when we talk about the ability of a lens 

ǘƻ άȊƻƻƳέ ƛƴ ŀƴŘ ƻǳǘ ƻƴ ŀ distant subject or its άǘŜƭŜǇƘƻǘƻέ ŎŀǇŀōƛƭƛǘȅΣ ǿŜ ŀǊŜ ǘŀƭƪƛƴƎ ŀōƻǳǘ ǘƘŜ 

range of the adjustment of the focal length.  Focal length is specified in millimeters (mm) and 

the higher the number the more άȊƻƻƳέΦ   CƻŎŀƭ ƭŜƴƎǘƘǎ ƻŦ cameras/lenses ƻŦ ǘƘŜ ǘȅǇŜ ǿŜΩǊŜ 

discussing range from around 24 mm to as high as 1000 mm όŀǎ ƳŜŀǎǳǊŜŘ ƛƴ άорƳƳ 

ŜǉǳƛǾŀƭŜƴǘέϝύ.    

 

*(Because many people are familiar with focal lengths of lenses for traditional 35mm film 

cameras, the digital camera manufacturers choose to describe the focal length of their cameras 
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by reference to the focal length that would produce a similar field of view on a 35mm camera.  

¢Ƙƛǎ ƛǎ ǊŜŦŜǊǊŜŘ ǘƻ ŀǎ ǘƘŜ άор ƳƳ ŎŀƳŜǊŀ ŜǉǳƛǾŀƭŜƴǘέΦ) 

 

Again, as model photographers ǿŜ ŘƻƴΩǘ ƴŜŜŘ ǘƻ ǳƴŘŜǊǎǘŀƴŘ ǘƘŜ ŜȄŀŎǘ ƳŜŀƴƛƴƎ ƻŦ ǘƘŜ ƴǳƳōŜǊ 

values but what we do need to understand is that the depth of field will be biggest at the 

lowest focal length, all else being equal, and deteriorate as the focal length setting of the lens 

όǘƘŜ ŀƳƻǳƴǘ ƻŦ άȊƻƻƳέύ is increased.  So, to get maximum DOF, besides using the smallest 

aperture (largest numerical f-stop value), we also want to use the smallest focal length setting 

(widest view) available on the camera.   

 

The fact that smaller focal lengths make for photos with more depth of field is a double win 

because within limits, layout photos taken with lower focal length values also tend to look more 

άƴŀǘǳǊŀƭέΦ  Focal lengths in the range of 30-55mm (35 mm camera equivalent) encompass a 

width of view that is similar to what the human eye sees.  Longer focal lengths, besides 

reducing the depth of field, compress the image and cŀƴ ŎŀǳǎŜ ƻōƧŜŎǘǎ ǘƻ ŀǇǇŜŀǊ άǎǉǳŀǎƘŜŘέ ƛƴ 

length.  Conversely, smaller focal lengths can produce unnaturally exaggerated perspective. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

This image was taken with a Super Zoom camera with the focal length set at 24mm, about the 
minimum before exaggerated perspective appears.  The sky, smoke, headlamp and some of the 
background trees were added in Photoshop.  A version of this image appeared on the cover of 
Narrow Gauge & Short Line Gazette and it is one of my favorite layout photos.  
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As shown in the diagrams on page 22, as a camera is positioned closer to what it is focusing on, 

DOF is reduced.  Unfortunately, this works against us when we use wide focal lengths as that 

generally will result in the camera being placed closer to it to make the subject appear larger in 

the picture.   

 

Sensor Size 

 

The sensor is the device in the camera that captures in digital form the image that the lens is 

pointed at.  It is the ŘƛƎƛǘŀƭ ŎŀƳŜǊŀΩǎ equivalent of film.  The sensor size is not adjustable by the 

ǳǎŜǊΧƛǘΩǎ ŦƛȄŜŘ ǿƛǘƘƛƴ ŀ ƎƛǾŜƴ ŎŀƳŜǊŀΦ  [ŀǊƎŜ ŎŀƳŜǊŀǎ ƘŀǾŜ ƭŀǊƎŜ ǎŜƴǎƻǊǎ ŀƴŘ ǎƳŀƭƭ ŎŀƳŜǊŀǎΣ ƻŦ 

course, have smaller sensors (see diagram below).  ²ƘƛƭŜ ƛǘΩǎ ŎƻǳƴǘŜǊ ƛƴǘǳƛǘƛǾŜΣ ƭŀǊƎŜ ǎŜƴǎƻǊ 

cameras are not necessarily better for layout photography.  There are three reasons this is so.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

First, big sensors have the advantage of capturing more light in a given time and so are better 

for taking pictures in low light and in capturing fast moving subjects.   However, when taking 

photos of a well-lit layout (plenty of light and a static subject) we have neither of those 

conditions and so some of the biggest advantages of the larger (and more expensive) camera 

and sensor are not cost-effective for our application. 

 

This diagram is not to scale but shows the dramatic differences in the relative sizes of the sensor in the five 
primary camera types.  While the larger sensors offer much higher picture quality in many shooting 
situations, the smaller sensors can produce perfectly acceptable results and offer the advantage of 
producing competitive depths of field in smaller and less expensive cameras. 
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Second, as explained above, the maximum DOF is achieved with the smallest aperture available 

on a given camera.   However, when comparing cameras with different sensor sizes, it is not the 

absolute smallest f-stop value that determines the better DOF, but rather the ratio of the value 

of the smallest f-stop to the size of the sensor.   What this means is that as the sensor gets 

bigger, the f-stop must get smaller to produce the same DOF.  A camera/lens combination with 

a large sensor costing $1000 might have a maximum f-stop of f/32, but a less expensive camera 

with a smaller sensor and a lens with a minimum f-stop of f/8 can create images with as large a 

depth of field.  Pocket-sized cameras have sensors with about 1/16 the area of a DSLR and so 

while the maximum f-stop on the small camera may be only f/8, it is equivalent to an f/32 (16 

times smallerΧǘǊǳǎǘ ƳŜ ƻƴ ǘƘƛǎΗ) on the DSLR in terms of the DOF produced.  This combined 

with the fact that when shooting layouts we are using a camera under nearly ideal conditions as 

far as the sensor is concerned (good light, static subject, tripod mounted) means that we can 

get quality photos with a good depth of field even from a relatively inexpensive point and shoot 

camera with one of the smaller sensors as long as the minimum f-stop is f/8 or smaller.  

Fortunately, many ƻŦ ǘƻŘŀȅΩǎ tƻƛƴǘ ŀƴŘ {Ƙƻƻǘ ŀƴŘ {ǳǇŜǊ ½ooms meet this criteria. 

 

A third advantage of a small-sensored camera is the small physical size of the camera itself.  It is 

possible to place a small camera directly on the layout to get the lens closer to what would be 

ΨŜȅŜ ƭŜǾŜƭΩ ŦƻǊ ŀ ǎŎŀƭŜ ǇŜǊǎƻƴΦ  Lǘ Ŏŀƴ ŀƭǎƻ ōŜ ǎŜǘ ƛƴ ŀƳƻƴƎ ǎŎŜƴŜǊȅ ŀƴŘ ǎǘǊǳŎǘǳǊŜǎ ǿƘŜǊŜ ŀ ƭŀǊƎŜǊ 

ŎŀƳŜǊŀ Ƨǳǎǘ ǿƻƴΩǘ ŦƛǘΦ  ²ƛǘƘ ǎƻƳŜ ǇǊŀŎǘƛŎŜΣ ǘƘƛǎ Ŏŀƴ ǇǊƻŘǳŎŜ ǎƻƳŜ ǾŜǊȅ ǊŜŀƭƛǎǘƛŎ ƭayout photos.  

¢ƘŜǊŜ ŀǊŜ ǾŜǊȅ ǎƳŀƭƭ ǘǊƛǇƻŘǎ ŀǾŀƛƭŀōƭŜ ŦƻǊ ǘƘƛǎ ǇǳǊǇƻǎŜ ŀƴŘ ƛǘΩǎ Ŝŀǎȅ ǘƻ ŎƻƴŦƛƎǳǊŜ ŀƴȅ ƴǳƳōŜǊ ƻŦ 

schemes for holding the camera steady for such photos. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

This photo shows the simple tripod 
I constructed that allows placement 
of a small point and shoot camera 
directly on the layout, even where 
the terrain is irregular.  It is made 
from a small piece of Masonite with 
internally threaded sleeves 
installed in the two back corners 
and the center of the front.  The 
legs are long, threaded carriage 
bolts that fit in the sleeves.  The 
camera is attached to the unit with 
a threaded thumb screw.  By 
adjusting the heights of the legs 
independently, both leveling and 
precise aiming of the camera is 
possible. 
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Focusing 

 

Digital cameras have automatic focusing capabiƭƛǘȅ όΨŀǳǘƻ ŦƻŎǳǎΩύΦ  ¢he camera can automatically 

determine what object in the field of view to focus on and then set the focus automatically.  

This is good because manually focusing a camera can be a tedious process, as anyone who has 

ever done layout photography using a film camera with manual focus can attest.   But there is 

one possible glitch in using the cameras in full auto focus mode.  As discussed earlier, when the 

camera picks a point to focus on that point will be about 1/3 of the way into the depth of the 

scene that will be in focus.  We need to check to be sure that the point the camera has picked is 

on the main subject, preferably about 1/3 of the way into that subject, to insure the main 

subject will be sharply focused.  My experience has been that in many cases the camera will 

automatically do this, especially in the large scales (S, O and larger, and to some extent in HO) 

but as indicated in Step 10 on page 8, it is best to check to be sure that the auto focus feature 

did, in fact, pick a point on the main subject.  If not, most all digital cameras with the other 

features we need allow you to manually select a focus point.  That feature can be used when 

the camera tries to select a focus point other than one about 1/3 of the way into the main 

subject.  Once the new focus point is selected the camera will automatically set the focus on 

that point and there is no need to do any other manual adjustments. 

 

In some cases we might want to focus on a subject closer to the camera than its lens is capable 

of.  Some camera/ƭŜƴǎŜǎ ƘŀǾŜ ŀ άƳŀŎǊƻέ ŦŜŀǘǳǊŜ ǘƘŀǘ Ŏŀƴ ōŜ ǘǳǊƴŜŘ ƻƴ ǘƘŀǘ ǇŜǊƳƛǘǎ ŜȄǘǊŜƳŜƭȅ 

close focusing.  This can sometimes solve the focus problem but recall that the closer the focus 

point is to the camera, the shallower the depth of field.  For this reason, images taken with 

macro lenses tend to have a shallow depth of field. 

 

White Balance 

 

Back in the days of film, careful consideration had to be given to the color, ƻǊ ΨǘŜƳǇŜǊŀǘǳǊŜΩ, of 

the light source and the film selected had to match the lights or else strange color casts would 

ōŜ ƛƴǘǊƻŘǳŎŜŘ ƛƴǘƻ ǘƘŜ Ŧƛƴŀƭ ƛƳŀƎŜΦ  CƻǊǘǳƴŀǘŜƭȅΣ ŘƛƎƛǘŀƭ ŎŀƳŜǊŀǎ ŀǊŜ ǾŜǊȅ ƎƻƻŘ ŀǘ άǊŜŀŘƛƴƎέ ƭƛƎƘǘ 

and automatically correcting so that objects that are white look white in the finished picture 

and there is no color cast in the imageΦ  aƻǎǘ ŎŀƳŜǊŀǎ ƘŀǾŜ ŀƴ ά!ǳǘƻ ²ƘƛǘŜ .ŀƭŀƴŎŜέ ǎŜǘǘƛƴƎ 

which may be adequate, but it is far better to set the white balance to the specific light sources 

being used.  Some cameras require the use of a special photographers 18% gray card (available 

for about $10) while some use a simple sheet of white paper.  In either case, the camera is 

aimed at the card or paper while it is being illuminated with the lights used to light the scene 
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and then the camera automatically makes any color corrections when taking pictures.  You can 

see the corrected colors in the LCD screen once the white balance is set. 

 

ISO Setting 

 

Digital cameras have the unique ability to create photos under a wide range of light intensities.  

This is accommodated, in part, by changing the sensitivity of the sensor.  This sensitivity is 

called ǘƘŜ άL{hέ value. The ISO value is adjustable by the user with higher values being more 

sensitive and therefore higher values are used in lower light conditions.  But as with so many 

things, there are tradeoffs.  To take a photo in dim light, you must adjust the ISO setting to a 

higher value and at higher values there is deterioration in the quality of the image.  Fortunately 

for layout photography, we are providing adequate light both by using supplemental lights and 

also by mounting the camera on a tripod so that even at long exposures there is no blurring.  

For this application, then, we always want to select the lowest ISO value that the camera has so 

that there is minimum degradation of the image quality.  Values of 50 to 100 are typically the 

lowest on most digital cameras. 

 

Shutter Speed 

 

Until now nothing has been said about shutter speed, the time that the shutter is open during 

the exposure of the picture.  That is because when taking pictures as described here, the 

camera is automatically selecting the shutter speed needed to correctly expose the picture 

given the aperture we have selected.  Frankly, we generally ŘƻƴΩǘ ŎŀǊŜ what shutter speed the 

camera selects.  Because the camera is mounted on a tripod, even if the shutter is open for 

longer periods, the photo will not be blurred as it would be if you tried to simply hold the 

camera.  That is why a tripod, or similar device for keeping the camera perfectly still, is critical. 

 

Exposure Bracketing 

 

Some, but not all, cameras that have the needed functionality for layout photography also have 

ŀ ŦŜŀǘǳǊŜ ŎŀƭƭŜŘ ά9ȄǇƻǎǳǊŜ .ǊŀŎƪŜǘƛƴƎέΦ  ²ƛǘƘ ǘƘƛǎ ŦŜŀǘǳǊŜ ŜƴƎŀƎŜd, the camera will take three 

exposures with one release of the shutter.  The first exposure will be at the light level that the 

cameral deems correct, and then two more images will be taken, one with slightly lighter 

exposure and one with a slightly darker exposure.  The exposure changes are done by leaving 

the shutter open for a slightly longer and then a slightly shorter period.  The all-important 

aperture is not changed.  This improves the chancŜ ǘƘŀǘ ȅƻǳΩƭl get an exposure you like and 

minimize the need to make adjustments later in the computer. 
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H.  MORE ABOUT LIGHTS 

 

As mentioned earlier, supplemental lighting is almost always required when photographing 

layouts.  In the days of film, lights that were exactly matched to the type of film being used 

were required.   

 

Types of Lights  

 

Today, because of the white balancing capabilities of digital cameras we have a fair amount of 

latitude in the lights we use.   They can be incandescent, halogen or fluorescent and fortunately 

all three types are relatively inexpensive.  I use two traditional photofloods of 500 watts each 

mounted in 9 ½ reflectors fitted with diffusers to soften shadows.  The reflectors were 

purchased at a hardware store for about $10 each.  The bulbs, diffusers and tripod stands were 

purchased at a camera store.  The two completed light assemblies probably cost less than $100.   

 

Fixtures fitted with halogen bulbs designed to be work lights are available at hardware stores. 

Five-hundred watt sizes are available at a reasonable cost.   Halogen lights and their enclosures 

are generally heavier than incandescent fixtures and may require more substantial stands but 

are more durable than fragile incandescent bulbs. 

A passenger train 
behind SF Warbonnet 
F units arrives in 
Hudson on the N scale 
layout of Rad Jones.  N 
scale presents special 
challenges for picture 
taking because the 
smaller size of the 
models often requires 
that the camera be 
close to the subject.  
This results in a 
shallow depth of field.  
In this image the back 
of the car in the 
foreground is not in 
sharp focus although 
the rest of the image is 
acceptably sharp. 
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Fluorescent lights are commonly used by professional photographers and can best be obtained 

at camera stores or on line.  While I have no personal experience with them, they seem to be 

available at reasonable prices.  One advantage of this technology is that the bulbs tend to 

generate less heat than incandescent or halogen lights.   

 

Positioning Lights 

 

There are a number of approaches to lighting a scene, but as with my approaches to most 

aspects of model railroading, I try to keep it simple.  As mentioned, I use two 500 watt lights 

and usually place one on each side of the camera and at the same elevation above the scene.  

At high positions the scene appears to be illuminated by daytime sun.  As the lights are 

positioned lower, the lighting looks more like morning or evening.  The key is to light the scene 

as uniformly as possible to avoid areas of dark shadows or harsh highlights.  Viewing the scene 

in the cameraΩǎ [/5 ǿƛƭƭ ǇǊŜǘǘȅ ǿŜƭƭ ǎƘƻǿ ŀƴȅ ǇǊƻōƭŜƳs so the lights can be moved before 

taking the image.  For larger scenes, additional lights may be needed to light parts farther from 

the camera.   The light can be bounced off a white ceiling to produce a more diffused effect. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Lighting a layout scene typically requires a minimum of two light sources, one on each side of the camera.  I try 
to get the lighting as uniformly distributed across the scene as possible with the lights positioned high enough 
to suggest mid-day sun.  Inexpensive photo floods and lightweight tripods stands are easy to move around.  Be 
careful to keep the cords from underfoot!  A light falling on the layout can do significant damage. 
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Use of Flash 

 

Generally speaking there are no 

ŎƛǊŎǳƳǎǘŀƴŎŜǎ ƛƴ ǿƘƛŎƘ ŀ ŎŀƳŜǊŀΩǎ 

built-in flash can be used to take 

quality layout photos.  The light is too 

uncontrollable, creates unrealistic dark 

shadows and harsh highlights.   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

A young man stopping for a Coke at the Elk River 
Coal & Lumber Co. store in Dundon, WV has 
struck up a conversation with young clerk doing 
the evening chores. 
 

This image was created using only the lights 
inside the structure and a small amount of 
natural light falling on the front of the 
structure through a small window in the train 
room.  All the techniques described in this 
article for setting camera aperture and focus 
were used.   

LǘΩǎ ōŜŜƴ ŀ ƭƻƴƎ Řŀȅ ŀƴŘ 
the crew is glad to be 
putting BC&G #13 away 
for the night.  Dinner is 
waiting at home. 
 

The value of having the 
layout powered up is 
apparent in this image 
as the illuminated 
lamps add interest.  A 
single photo light was 
placed low to the left to 
create the appearance 
of a setting sun.  This is 
a good example of the 
depth of field possible 
with a Point-and-Shoot 
camera when the 
minimum aperture is 
used. 


